
PPT-2620ES/HES
25.4 cm3 POWER PRUNER WITH 
TELESCOPIC SHAFT

5 Year domestic warranty/2 year commercial warranty not available in all markets. 
Check with your dealer for details.
For your safety, use appropriate protective gear in the working environment.
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FEATURES & BENEFITS

YNPN-18-0501E

Specifications, descriptions, and illustrative materials in this literature are 
as accurate as known at the time of publication, but are subject to change 
without notice.

Engine 
Displacement (cm3)

Dry Weight*
(kg)

Output 
(kW/ps)

Fuel Tank 
Capacity (L)

Oil Tank 
Capacity (L)

Guide Bar 
Length (cm)

Saw Chain 
Pitch (inch)

Gauge 
(inch)

Extension 
Attachment

25.4        ES:7.9
    HES:7.7 1.0 / 1.4 0.6 0.20 30 3/8 0.050 4’ extension

(999464-00023)

ERGONOMIC LOOP HANDLE 
WITH RUBBER GRIP

SIDE ACCESS CHAIN 
TENSIONER

TOOL-LESS AIR 
FILTER COVER

25.4cm3 HIGH POWER 
2-STROKE ENGINE

HEAVY DUTY 
AIR FILTER

// 25.4 cm3 professional grade,2 stroke engine.
// Tool-less air filter cover for easy access.
// Commercial-grade felt air filter for proved filtration.
// Purge bulb for easy starting.
// Automatic, adjustable oiler to match cutting conditions.
// Side access chain tensioner for quick chain adjustments.

// ES-start for reduced effort starting.
// Ribbed fiberglass outer shaft for rigidity and control.
// Ergonomic loop handle with rubber grip for comfort and 
　handling.
// Overall length extends from 2716mm to 3704mm.

AUTOMATIC, 
ADJUSTABLE OILER

TELESCOPIC SHAFT

RIBBED FIBERGLASS
OUTER SHAFT

3/8” FLEXIBLE DRIVE CABLE FOR 
DRIVE SHAFT PROTECTION

NEWLY DESIGNED 
ONE-PIECE COUPLER

PPT-2620HES

IN-LINE HANDLE 
WITH RUBBER GRIP 

*Without guide bar & saw chain

2716~3704mm

MAX 4904mm

00mm,24’ Extension 1


